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Translation from: Referativnyy zhurnal, Metallurgiya, 1958, Nr 4, p 96 {USSR)

AUTHORS: Petrov, D. A., Shashkov, Yu.M., Akimchenko, L. P.

g

TITLE: Diffusion of Ant'xmony and Germanium in Silicon (Di[fuziya sur'-
my i germaniya v kremnii)

PERIODICAL: V sb.: Vopr. metallurgii i fiz. poluprovodnikov. Moscow, AN
SSSR, 1957, pp 130-132

ABSTRACT: The radioactive isotopes sbl24 and Ge?l were used to deter-
mine the coefficient of diffusion D of Sb and Ge in Si. Diftusion
was performed in large crystalline specimens having resistivi-

ties of tenths of an ohm/cm. These were of the p-type. cut trans-
versely from bars obtained by extraction from the melt by the
Chokhral'skiy method. A thin layer of Sbl124 and Gell was sprayed
on the specimens in vacuum. Annealing was performed in quartz
ampoules filled with Ar, these in turn being housed in evacuated
ampoules. The temperature of annealing was maintained to with-
in #5°. Distribution of the concentrations of the diffused elements
through the specimen was determined by the radioactivity of the
abraded layer and the radioactivity of the specimen. It was found

Card 1/2 that the Dgp at 940-1300° could be described by the equation:
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137-58-4-6982
Diffusion of Antimony and Germanium in Silicon
0.112 exp(-66, 000/RT) cmz/sec and the D5, at 1150-1350° by the equation:

6.26- 10° exp (121, 820/RT) cm?2/sec.

Yu. Sh,
1. Antimony--Germanium--Diffusion 2. Silicon--Applications
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Shashkov, Yu. M., Akimchenko, I. P. SOV/20-128-5-20/67

Diffusion of Lithium Into Silicon
Doklady Akademii nauk SSSR, 1959, Vol 128, Nr 5, pp 937-939 (USSR)

The preparatior of monocrystalline silicon alloyed with -
lithium became interesting. Owing to the chemical aggressiveness

of lithium the diffusion of 1ithium into monocrystalline
silicon presen's the most suitable method of producing the
alloy. This is also favored by the large value of the
coefficient of the diffueion of 1ithium into silicon. The
distribution o: the admixture in the sample can be calculated
with sufficieni accuracy provided the diffusion coefficient

of the admixtuve in the sample is known. Heference is made %o

a number of pertinent preliminary papers. It was of interest

to examine exirtent data on the diffusion coefficient of lithium
into silicon ar a function of the perfection of the silicon
crystals., This problem is also of theoretical interest. The
dependence of the coefficient of the diffusion of lithium into
silicon on the number of structural deficiencies in the

crystal may be regarded as a criterion proving diffusion to
proceed along the interspaces between the lattice nodes as

v
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66168
Diffusion of Lithium Into Silicon $0V/20-128-5-20/67

well as verifying the mechanism of the dependence of the
diffusion coefficient on the degree of structural perfection.
In doing so, the existence of atoms between the lattice nodes
and of substituting atoms is assumed. Substitution tock place
out of a thin sheet of metallic lithium applied to the
surface of the sample after this had been cut and etched with
an agueous KOH solution. The upper side of the lithium sheet was then
covered by a second sample. The execution of the experiments
is briefly described. 2 Types of samples were used for these
experiments, aiffering widely in the number of grooves formed
in the etching process. They are purely monocrystalline and °
contain a great number of twins and dislocations. In the
latter case diffusion took place perpendicular and parallel
to the extension of the twins and dislocations. The samples
were cut out of cast pieces, which had been prepared by &
special method. A table listing the following data is in-
cluded: characteristic properties of the samples, their
resistance, the temperatures of diffusion-annealing, and

the values obtained for the diffusion coefficient. These
values are 1llustrated by & diagram on the coordinateavf/
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piffusion of Lithium Into Silicon

1ogd - 1/T. The experimental points on thi
straight line, which for the temperature i
may be defined by the equation I = 2.2.107

investigation indicate that the diffusion
jndependent of the structural perfection o
orystals. This confirms that lithium diffu
interspaces between the nodes only. Furthe
jndicates the validity of the mechanism of
the diffusion rate on the structural perfe

ecrystals, according to which diffusion proc

6 references, 1 of which is Soviet.

Sciences, USSR)
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s ourve form a
nterval 400 to 800°
3exp(~16200/RT) cm? foec.

The data given in the papers by Fuller, Severiens, et al
(Refs 1, 2) are in good egreenent with results obtained in the
present jnvestigation. The data obitained by the present

rote of 1lithium is
£ the silicon

ges through the
rmore, this data
the dependence of
ction of the

eeds at the lattice

nodes and also in between, There ere o figures, 1 table, and

ASSOCIATION: Institut metallurgii im. A. A. Baykova Akademii nauk SS5SR
(Institute of Metallurgy imeni A. A. Baykov of the Academy of
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Diffusion of Lithium Into Silicon 50V/20-128-5-20/6T
PRESENTED : May 27, 1959, by I. P. Bardin, Academician

SUBKITTED: April 30, 1959 l”/
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8,071
S/181/60/002/009/012/036
G,4300 (1035,0138,1143) B0O4/B056
AUTHORS: ~Akimchenko, I. P., Milevskiy, L. §. '
: ; . 4 -A Y
TITLE: " The Diffusion of Antimony in Germanium Alloyed With
Aluminum ’v',\

PERIODICAL: Fizika tverdogo tela, 1960, Vol. 2, No. 9, pp. 2109 - 2116

TEXT; The authors discuss the resulis obtained by some papers published
on the diffusion of impurities in germanium (Refs. 1~5). B, I. Boltaks
(Ref. 5) determined the "Diffusion Isothermal Lines" for the diffusion

of antimony in germanium alloyed with antimony. The present paper aimed

at determining the diffusion isothermsl lines for antimony, in which l)<
cage, however; the Ge was alloyed with an mcceptor; viz., aluminum,

p~-type Ge crystals produced by M. Ya. Daghevskiy and having an aluminum

content of Na = 2.4“1014, 2.1016, 4.1017, and 3..1018 a.‘t'.om/cm-1 were used.

The Hall effect and resistivity were measured in these samples, and the
type of conductivity was determined, the concentration p of the carriers
being put equal to Na° The samples were polished by means of M20 (M20)

Card 1/4
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84071
The Diffusion of Antimony in Germanium  8/181/60/002/009/012/036
Alloyed With Aluminum B004 /B0S6

and M10 (M10) SiC powder, purified, and annealed together with a 1% Ge-Sb
alloy in quartz ampoules evacuated to 103 torr. Annealing temperatures
were between 650 and 930°C, and annealing lasted from 2 to § days, so
that deep penetration of Sb 50 - 300 p was made possible. In consequence
of the diffusion of Sb;, a p~n junction occurred at the place where

Sb concentration became equal to that of Al, from the position of which

the diffusion coefficient D was calculated: D = xz/A4t cma/sec (4)

(x = depth of the p-n junction,; t = duration of the annealing, A = a con-
stant which was determined for each alloy and temperature). x was deter-
mined a) by polishing one side of the sample at angles of 2, 4, or 6°,
checked by means of a MAM-6 (MIN-6)*nicroscope, and by recording the
current-voltage characteristic; b) by polishing plane-parallel layers,
recording the current-voltage characteristic, and measuring the thermo-
emf; c) measuring the registivity by means of a probe acoording to

Refs. 6,7. The values for x obtaiped by this method are given in a table.
Samples annealed under the same conditions but without the Sb-Ge alloy
proved that the thickness of the layer from which Al evaporated, was
less by one order of magnitude than x. The results obtained for the four

Card 2/4
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3 84071
The Diffusion of Antimony in Germanium s/181 60/002}509/012/056
Alloyed With Aluminum B0O04 /B0S6

Ge samples with different Al contents are represented in Figs. 1-4 as
log D = f(1/T). The following was found: D = D, exp(~AE/RT). In Fig. S,
log Do = f(log Ng), and in Fig. 6, AE = £(log N,) is represented. Fig. 7
shows the diffusion isothermal lines log D = f(log p) for 748°, 800°,
840°, and 883°C. At lower temperatures, Ng exerts no influence upon D up

to about 10'7 cmm3; at 1018 cmmi, D quickly becomes smaller. At higher

'

temperatures; D has a maximum at Na«'1017 cm_B, which is followed by a

18 ~3

drop at Ng~10 "~ cm 7. The “increase of D between Ng = 1014 and

N, = 1017 cm-3 is exfléined by an intérnal electric field which forms as
8 consequence of the high concentration gradient of the impurity diffused
in: B = (kT/e)(1/CSb)(Gcsb/ax) (8). Cgy is the concentration of antimony

eand a function of x. At higher temperatures; D is decreased because of
intrinsic conductance. There are 7 figures; 1 table, and 10 references:
3 Soviet; 5 US,; 1 British, and 1 Czechoslovakian. JK{
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81071
The Diffusion of Antimony in Germanium s/181 60/0%%}509/012/056
Alloyed with Aluminum B004 /B056

ASSOCIATION: 1Institut mevallurgii im. A. A. Baykova AN SSSR, Moskva
(Institute of Metallurgy imeni A. A. Baykov of the
AS USSR, Moscow)

SUBMITTED:  April 29, 1959 (initially) . - X
3 : March 5, 1960 (after revision) . ‘
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IACCESSTON NR: AP4035659 S/0181/64/006/006/1718/1723

!AUTHOR: Akimchenko, I, P.; Vavilov, v, Se¢; Plotnikov. A, F,

[SOURCE:  Fizika tverdogo tela, v. 6, no, ¢, 1964, 1718-1723
; -

‘germanium, n type germanium, germanium, fagt electron irradiated
igermanium, germaniun photoconduccivity Sspectrum, irradiated germanium

H
|
!
]
ITOPIC TAGS: radiation defects, fagt electron irradiation, p type ]
:photoconductivicy Spectrum, forbidden zZone ,

i(a) n-type with {n{tial resistivities p of 3 ang 56 ohm'cm; (b) dige
locationlesg n-type, p A~ 3 ohmeem; (c) P=type with a regidual in-
ipurity concentration of 1011 ¢4 1013 at/cn3, The ohmie contacts were .
ivealized by the deposition of colloidal graphite, Photoconduccivity
;dpeccra were measured at ~ 100K ' in the 1.7 to 10 u wavelength range,

0620016-5"
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'ACCESSION NR: AP4039659
i

In the {rradiated specimens the Fermi levael was located 0,10 to i
0.17 ev below the bottom of the conduction band., Some of the conclu-
sions drawn from the regsults of the investigation are: 1) following '
irradiation with a flux of 6 x 1045 el/cm?, the photoconductivity :
spectra of n-type specimens showed the occurrence of a structure which
can be connected with electron transitions from local levels E_—0.33,
-Ee=—0.37 and E.—0.,43 ev to the conduction band. When the to: ; elec—
tron flux is increased to 3 x 10!6 el/cm? the specimen acquircs char-
acteristics of p~type Ge; 2) spectra of type (b) specimens show that
vacancy concentration increases almost proportionally with increased
flux and that at a certain value of the electron flux there is an

‘centers which yield a constant distribution of photoconductivity sig=-
nals in the 2,5=1,9 y wavelength range; 3) a new maximum was detected
in the spectra of type (c) specimens which occurred in the presence ;.
and disappeared in the absence of bias lighting from the region of
natural absorption; 4) at wavelengths up to § 4, the spectra of type

{c) specimens showed a build~up of signals connected with electron
transition to level E, — 0.33 ev in the presence of a Ge filter;

yhen no filcer vas used a!maximum appeared at a wavelength of 3.15 uio
" card_2/3 - N
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ACCESSION NR: AP4039659

fS)in nonirradiated type (c) specimens the disturbance which introduces
‘level E,—— 0,33 ev is due to copper atoms, while in the irradiated

:vacancies; 6) for the irradiated (c) specimens the hole-capture
,cross—-section of level Ey——0.33 ev is at 100°K 5 x 10~-19 ¢p2,

rOrig. art, has: 9 figures.

ASSOCIATION: Flzicheskiy institut im, P, N, Lebedava AN SSSR, ]
Moscow (Physics Instituta, AN SSSR)

SUBMITTED: 28Dec63 DATE ACQ: 19Juné4 ENCL: 00
SUB CODE: NP - NO REF SOV: 007 OTHER: 000 |
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AUTHOR: _Akimchenko, I. P:; Ginzburg, M. I.; Plotnikov, A. F. = oy 71 B

.| ome: Physics Institute im. P N. Lebedev AN SSSR, Moscow(Fizicheskiy institut
AN SSSR) . RUNCR ' « : O

SOURCE CODE? ‘113/0181/66/008/904(1153/1%3'5;_. ,

. TITLE: Spectra and kinetics‘of photoconductivity of p- and n type germéﬁium'crystals ;i
-} drradiated with fast electrons at 100 and 5.2K . =7 PR

SOURCE: Fizika tverdogo tela,'v. 8, no. 4, 1966, 1168-1175
“ TOPIC TAGS: photocdﬁductivity, irradiation effect, irradiation damage

ABSTRACT: An investigation was made of the photoconductivity spectra of p- and
n-type Ge crgstals with a concentration of residual impurities not higher than

8 x 1012 o » irradiated with fast electrons at 100K and 5.2K. The thickness of
‘the specimens, 0.4 mm, permitted homogeneous distribution of defects at electron
energies of 1 Mev. The investigations at 5.2K were carried out in a helium cryostat.
The irradiation of crystals and the investigation of photoconductivity spectra were
accomplished without- exposing the crystals to alr after irradiation. Photoconduc~ "
tivity spectra were taken in the wave range from 1.5 to 15 ¥ on d-c and a-c current,
N-type Ge with intrinsic conductivity was transformed into p-type following irradia-
tion with an electron flux of ~1015 el/cm? and higher at 100K. Defects of the same
nature were introduced into transformed n--as well as p-type material,, causing ’

Cord 172 .
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levels obtained
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pe’ crystals,
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_-the results. . Orig. art. has: 7 figures.
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‘The. comparison of &
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The author thanks V. S. gx_ilov for the attention
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sections of ‘hole capture
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YEGOROV, K.D,, kand,ekon.nauk; TROSHINA, A.P,; KOVALEV, P,P.; NOVIKOVA,
A.A,; LAGUTINA, M.V,; VOLNINA, N.A.; SHESTAKOVA, R.V.;
<AKIMCHENKOQ, O,Ye.; KULEBAKIN, V.S., akadenik, red.; VEYTS, v.l.,
red.; BUTENKO, A.F., kand.filosof.nauk, red.; RYBINSKIY, MI,,
red.: CHASHNIEKOVA, M.V., rad.; NIZHNYAYA, S., red.; VOSKRESENSKATA, T,,
red,; CHEKRUTOVA, V., red.: REKLITSKAYA, A.D,, red,; CHEPELEVA, O.,
tekhn,.red, 4

[Works of the State Commission for the Rleotrification of Russia;
documents and meterials] Trudy Gosudarstvennoi komissii po elektri-
fikatsil Rossll GOELRO; dokumenty i materialy. Red,komissila:
V.S.Kulebakin and others. Moskva, Izd-vo sotsial'no=-ekon,lit-ry,
1960, 306 p. (MIRA 14:2)

1. Bussia (1917- R,S.P.S.R.) Gosudarstvennays komissiya po
olektrifikatsii Rossii. 2., Chlen-korrespondent AN SSSR (for Veyts).
(Blectrification)
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Distribution and natural regeneration of the Caucasian linden tres

~ (T1l1a caucasica Ry
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Rangs, Trudy Inst, lesa AN Gruz, SSR g:;zgf;géof';ge Msbar-Tnerettan

(Adzhar~Imeretian Bange--Linden) (MIRA 12:10)
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COMBUSTION PROPERTIES OF SUPER~-VISCOUS MAZOUT OILS. AKime

A. D. and Skvorzov, A+ A. (Za Ekonomiyu Topliva (Fuel Econ,), Nov..
1547, (11), 21-23). Diffioultiss in firing super-viscous mazout

oils oan be overcome by 1) providing means for heating the oil

to over 90°C.; 2) installing thermometers and gauges in pipe outlets
before atomizers; 3) oarefully determining the viscoaity of each
grade of oil as a basis for the working temperature; 4) carefully
meusuring the hydraulio resistance of the pipe lines and neutralizing
any excessive resistance. Calculation of heaters at low velocities
of oil flow on the basis of the customary data yields s cosfficent
of heat sxchange some 20-26% lower than the aotusl value. Dalivery
through mazout nozzles decreases in dirsct ratio to Reynolds's
coeffioient, hence it is imperative to ensure normal viscosity

at the nozzle inlet by oconstant temperature control.
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AKIMENKO, A.D.

Akimenko, A, D, "Experiment on the use of 1liquid oxygen imported over
a long distence,"” Kislorod, 1948, No. 5, p. 4i4=U45

S0: U-2888, Letopis Zhurnal'nykh Statey, No, 1, 1949
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" Preheater - - - i R

_"Remults of Utilizing a Film Preheater,” A, D,
4kimenko, "Krasnoye Sormovo" Factory, 4 pp

"Energet Byul"™ No 11

54745

<A £1lm preheater baving a rated output of & megacals-
riea/hr with a heating surface of 30 8¢ ® constructed

. by All-Union Thermal Eng Inst was installed in “the

' factory in 1946. This was the second instaliation in
~ the USSR of a film preheater for using the heat of

- sxbaust eteam, end the first time the preheater was-

- Sk /hoTho |
| USER/Engineering (Cantd) Nov 58

 used to superheat feed water. Exploitational indexes
; show 1t is fully suiteble for superheating feed water.
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AKTHENKO, A. D. PA 30/hY TPV

'Fuel" = Gonserhtion ,
"Hoat Utilization of Waste Wa.ter h'om Open-Kea.rth
Farnacea, A, D, Aldmnko P. G, Sedov, hgineen,
; "Kraanoye Bomovo Fa.otory, 1 3/h

v"Prcun Energet" No 12

Deanribes method 1n detail, g:lv:lng figuree for
_powar sa:ring, graph, and tvo pipc-line diagrmns j

| 30/m0
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AKYMENKO, 4. D.

PA  64/49T58

‘ Euouwa. Eogr, 2 PP
Np Ekon eou_..‘ uo,,pm. .

‘w”w.v»maﬁmmom reasons of on.. uaﬂhﬂﬂgg ow .uo»u.on..
‘‘utilizers during their operatiom. amﬁuowpeﬁ.o-
. losses in connecting bafflers should be con~- : = .
»gldered in deslgning and during installation on
.wﬂﬁwuncu. units. Most efficient. won& ﬁ.a.._.u.uunﬁoa

onu vo m.oE.oa.cn dw wubopum &..»ES.. as ou.ono un
‘possible to heat source. States that ooﬂu.ﬂ.ﬂoﬁbuv
of ‘heat conductors should be' improved. - Hu&.ooeon
I.&uoa.m for eliminating guonngou ubunom. o
&..nw tables and graphs. A , o

aveie W
VTS FD
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AKIMENKO, A. D. PA 56/49T41
"""IBSR'/Engirireefiﬁg-’ g R ’ My 49
‘ Steam Condensers
Condensation

_ "Operation of Condensation Vessels With Sand Fill-
-ing," A, De Akmenko’ 2— PP

. :"Energet Byul" No 5

- “Points out simplicity and ease of constructing aub-
. Ject type of unit. Shows method for making pre-

+ liminary celculations of performance, and analyzes

~1imits of equipment's application: establishes
“range of steam pressures, etc. Does not recommend

" this type where steam pressure undergoes considerable
' jfluctuation._ , "

Lo __56/komh]
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27063

Oryt cavods “rrssnoe Sornmovo' po ekonomii topliva, Za ekonomiyu
topliva, 19449, Fo, #. S. 27-21

3C: LOTOFISY 80, 34
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"prom Energet” No 9, pp 12-15

T

™Using the Exhaust Gases of Metallurgical m.c.u...
‘maces to Heat Compressed Air for Atomizing
- Mazut,”™ A. D. Akimenko, Engr

Furnaces, zmawpwﬁm»nwu.

Terms use of compressed air for atomization un-

economical. Describes heaters now in use, their
design and characteristics, and shows that in the
case of metallurgical plants of the old type us-
ing mo 000 tons of mazut per year, an economy of

.

- - : o pmm_._mw..,w

T USER/Fusl - Mazut asé T sep 50

H 5 million kwh and mooo..wooo .nonm of mazut can. .
be achieved by heating compressed air used for

- atomization to 200°C.

)
<
-
:
<
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AKTMENKO, A. D.

"Peculiarities of the Thermal Process of Melting
Cast Iron in a Cupola’ Furnace With Applieation
Af Mxveen." A. D. Akimenko, Engr, A. A. Skvortsov,
Cand Tech. Sci, "Krasnoye Sormovo" ‘

®Litey Proizvod" Fo 5, pp 17-19

Describes and analyzes exptl heats in 2 cupola
furnaces of 1,120 mn diem with 3 rows of
tuyeres, using oxygen to intensify melting
process. Concludes that application of oxygen

195760

USER /Metals - Cast Iron, Melting (Comtd) May 51

making special cast irons which require high
‘tefip  of molten metal for improving quality of -
~eagtings. , :

195760,

in cipola melting is particularly essenmtial for

CIA-RDP86-00513R000100620016-5"
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9123°  Cholee of Measuring Units for Standardization of
Furl Comumption of Locamutives for Iotrafactors Trane
ristion. (1 fsian.) A 1. Abiwenko 7 Fhimomiis Top-
v, v, 1 Mar W62 p 2324 T

[TROG A mathensatival analyais and graphical aterpetation
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KARABINI'.B‘; Hi; ; AEIMENKD Aon 4 kandidat tekhnicheskikh nauk, retsensent;
redaktor.. ' or, redaktor; MATVETEVA, Yo.N., tekhnicheskiy

[Power supply of steam and
Pneumatic hammers] Bnergetiks -
vozdushnykh molotov, Moskva, Oos.nauchno-tekhn.hdfvo ms;’::z-

stroitel'nod 14t-
( nor.) ry, 1955. 315 p, (MLBA 8:12)
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; Characierisiles 6 Rotaling-Piston Alr-Blewers D./l
Aﬂ?gankn and A. A. Skvortsov. (Li'sinos Projsvodatvd, %Ba’,’
13-18:17), " [In Ruwmisn). The eslculstion of the character.
rios of rotsry blowers b contidored with spectal referersios to J‘
the swo-impelior Sype.—~a. %, _ et b
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AKineNKe, R-D.

ADD P - 3078
Subject : WSSR/Electricity

Card 1/1  Pub, 29 - 12/29 '

Authors ¢ Akimenko, A, D, and Ye, A, Serov, Engs,
Kt AN v
Title ¢ Control of mercury differential manometer

Periodical : Energetik, 7, 17-18, J1 1955

Abstract t Operational controls of differential manometers of the DP and PES
types are difficult if made at the place of installation,  The
author desoribes an instrument used for testing such manometers
under operational conditions, One table, 3 drawings,

Institution : None

Submitted : No date

APPROVED FOR RELEASE: 06/05/2000 CIA-RDP86-00513R000100620016-5"



"APPROVED FOR RELEASE: 06/05/2000 CIA-RDP86-00513R000100620016-5

AKINENKO, A.D,

SRR

. ?
o LSS

Industrial control on the state of a moldi
ng machine, Lit, .
n0,2:10-11 ¥ '56. (Molding machines) " (MLRir;tzx
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AKIMENKO, A.D., kandidat tekhnicheskikh nauk.

" P 11 7:9-10
Upper limit for heating compressed air. From.energ. nc.7:9-
Jllap(‘,56. _ (MLRA 9:10)

(Compressed air)
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AKIMENKD, A.D,, kagdidat tekhnicheskikh naulk.

Heat losses in steam mains of

energ. 11 no.11:1416 N oG, industria) establishments, Prom,

(MLRA 9:12)
(Steampipes)
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‘SKVORTSOV, A.4,, kandidat tekhnicheskikh nauk; AKIMENKO, A.D,; KOROTKOV, K.P,,
inshener. JURNEEISRTRE S

Processes of solidification and heat loss during continuous casting.
Stal! 16 no.10:883-890 O !56, (MIRA 10:9)

1. 2avod "Krasnoye Sormovo' i Gor'kovskly volitekhnicheskiy institut.
(Steel ingots—Cooling) (Solidifientien)
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Akimenko, D

18(5) PHASE I BOOK EXPLOITATION SOV/1347

) ov. Konstantin Petrovich, Nikolay Pavlovich Mayorov,
K°r§§§k§éy Anotoltyevich Skvor%sov, and Anatoliy Dmitriyevich
Alddmenko

+

< Industrial
P shlennoye primenenliye nepreryvnoy raz}.ivld. sta’.}i (
roﬁgplioatiznspof Continuous Casting of Steel) Leningrad,
Sudpromgiz, 1958. 150 p. 2,200 coples printed.

Seientific Ed.: Malakhovskly, G.V.; Ed,: Shaurak, Ye. N;
Tech. Ed.: Frumkin, P.S.

' ts
PURPOSE: Thie book is intended for deslgners and technologls
working in the field of the continuous casting of steel. It

BT, d
also be useful to students at metallurglcal institutes an
ggihnikums, as well as to engineers and techniclans.

Card 1/6
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Industrial Applications (Cont.) S0vV/1347

" COVERAGE: The book glves an account of the experience galned at
the "Krasnoye Sormovo" [Shipbuilding] Plant [in Gor'kiy] in
the operation of industrial equipment for the continuous
casting of steel. It is stated that by 1960 the production of
steel 1n the USSR by this method will increase the annual out-
put of rolled steel by 1,000,000 metric tons, with an expeocted
economy of about 2 billion rubles. Among the advantages cited
for this method are the absence of shrinkage cavities and
elimination of laborious teeming operations, The "Krasnoye
Sormovo" Plant put its continuous-casting installation, said
to be the largest of the few exlsting in the world, into
operation in 1955, The plant management is Planning another
continuous-casting installation, and "many more" Soviet plants
are scheduled to be so equipped. The book is based not only
on the practice and experlence of the "Krasnoye Sormovo" Plant,
but also on work done at the Nauchno-issledovatel'skiy
institut chernoy metallurgl (Scientific Research Instltute of
Ferrous Metallurgy) and at the Gor'kovskiy politekhnicheskly
institut (Gor'kiy Polytechnic Institute). No personalities
are mentioned, There are no references.

Card 2/5
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Industrial Applications (Cont., ) S0V/1347
TABLE OF CONTENTS:
Preface

* Introduction

Ch. I. Location and Design of the Installation
l. Elements of the casting installation

Ch. II. Methods of Determining Individual Tech-
nological Parameters of the Installation

2. The mold

3+ Caleulation and investigation of ingot solidification
in the installation

4. Determination of the heat-transfer coefricient in
Jet and "mi1q" [ spray]) cooling

5. Calculation of the required diameter of the nozzle
opening in the intermediate pouring device

Card 3/6
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Industrial Applicatioms (Cont.) SoV/1347

Ch. III, Setting-up and Starting the First Industrial
Installation 22
6. Cold testing of individual elements

.Ch. IV. Operational Regime of the Installation. In-
vestigation of the Operation of Individual

Elements 71
T+ Determination of the optimum temperature of the
metal in pouring T4
8. Operational regime of the mold and of secondary
cooling 75
9. Investigation of the ingot-crystallization
process in the installation T
10. Heat balance of the ingot and the effect of the
rate of speed on the rate of heat elimination 84
11. Investigation of intermediate pouring device
operation and the refractory materlals used 89
Che V. Metal Quality of the Continuously Cast Ingot 92
12. Conditions of ingot orystallization ' 92
13. Macrostructure of ingots, chemical heterogeneity,
and nonmetallic inclusions 95

Card 4/6
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Industrial Applications(Cont.) SOV/1347
14. Mechanical properties of the cast metal 106
15. Surface of the ingot 106
16. Defects in continuously cast ingots, thelr
causes, and methods of dealing with them 109
17. Quality and mechanical properties of rolled
stock and forged blanks from continuously cast
ingots 114
Ch. VI, Registering Production Processes and Automation
of the Casting Process 122
18. General information 122

Ch. VII.. Power Supply for the Installation and Break-
down of Power Consumption by Different Types
of Equipment (in percent) 130
19. Data on the consumption of various types of energy 130
20. Power-consumption economy in using the continuous-
casting method ' 135

card 5/6
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.Ch., VIII. Technical and Economic Data 137
21, Efficlency in the steel-casting shop 140
22, Efficlency in the production of rolled stock 142

AVAILABLE: Library of Congress

GO/x
45
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SOV/137-58-10-20651

" Translation from: Referativnyy zhurnal, Metallurgiya, 1958, Nr 10, p47 (USSR)

AUTHORS:

TITLE:

Skvortsov, A.A., Akimenko, A.D.

—
A Hydraulic Modelmffthe Process of Continuous
Casting of Steel (Issledovaniye protsessa nepreryvnoy razlivki
stali na gidravlicheskoy modeli)

PERIODICAL: Izv. vyssh. uchebn. zavedeniy. Chernaya metallurgiya, 1958,

ABSTRACT:

Card 1/2

N1 3, pp 21-26

Hydraulic simulation is used to determine the optimum angle
of delivery of the stream into the crystallizer mold and the
depth to which the stream penetrates into the metal in accord-
ance with the height of the pouring container above the surface
of the metal in the mold, when continuous casting of steel is
practiced. When the process of casting from a tundish is sim-
ulated, the major criteria to be observed are the Weber and
Froude criteria. Upon continuous casting of rectangular billets,
the employment of tundishes at~10° to the vertical, offset from
the center of the mold, makes it possible to pour with the sur-
face of the metal uncovered. The simulated test shows that the
utilization of tundishes at an angle of 20° may erode the solid

APPROVED FOR RELEASE: 06/05/2000 CIA-RDP86-00513R000100620016-5"
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SOV/137-58-10-20651
A Hydraulic Model Investigation of the Process (cont.)

skin forming on the edge of the billet opposite to the tundish, A reduction in
the height of fall of the stream from 300 to 100 mm results in an insignifi-
cant increase in the depth to which the stream penetrates into the metal.
When the stream is introduced below the surface of the metal the penetra-
tion of the stream almost doubles. Continuous-steel-casting experience at
the Krasnoye Sormovo Plant shows the depth of penetration to be 400-460
mm, the distance between the tundish and the surface of the metal in the
mold being 300 mm. This leads to the conclusion that it is possible to use
molds <1500 mm in length. Attention is drawn to the danger of reducing
the length of the mold when the stream is introduced beneath the surface of
the metal.

N.N.

1. Steel--Casting 2. Castings--Crystallization 3. Castings~--Test results

Card 2/2
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AUTHOR: Akimenko, A.D. 90-58-5-4/10

TITLE: } !;;oglem of the Application of Diaphragm-Type Condensate Out-

lets (K voprosu primeneniya diafragmennykh kondensatoot-
vodchikov)

"PERIODICAL: Energeticheskiy Byulleten!, 1958, Nx 5, pp 14-16 (USSR)

ABSTRACT: Diaphragm-type condensate outlets are widely used in in-
dustrial installations with only small fluctuations of
steam pressure. Their operation capacity is dependent on
the cross section of the diaphragm, on the reduction of
pressure in the diaphragm, and on the specific weight of
the condensate. The author admits that calculation of
the operational properties by means of the 8 formulas
glven in the article is rather cumbersome. In Figure 3
4 nomogram is given for the determination of the K factor.
The K factor expresses the reduction of the operating
capacity due to the presence of steam in the supplied con-
densate. The calculated values correspond to experimental
results,

There are 3 figures, and 3 Soviet references.

AVAILABLE: Library of Congress
Card 1/1 1. Steam condensers-Equipment
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8(0), 18(3) SOV/112-59-3-4834
Translation from: Referativnyy zhurnal. Elektrotekhnika, 1959, Nr 3, P 75 (USSR)
AUTHOR:Akimenko, A. D., Skvortsov, A. A., and Mayorov, N. P.

TITLE: Peculiarities of Power Consumption by Continuous Steel-Teeming
Installations (Osobennosti energopotrebleniya ustanovok nepreryvnoy razlivki
stali) .

PERIODICAL: Izv. vyssh. ucheb. zavedeniy. Energetika, 1958, Nr 5, pp 60-64
ABSTRACT: Bibliographic entry.

Card 1/1
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SOV/133-56-6-8/33
AUTHORS: Akimepko, A.LU Candidate of pPechnical Sciences
la uéhTﬁf'A.ﬁ?§ Engineer, skvortsov, A.A., Candidate of
Technical Sciences and Khripkov, A.V. and Shenderov, L.B.,

Engineers

TITIE: An Experience in a Combination gsecondary Cooling of
Continuously Gast Steel Ingots (Opyt kombinirovannogo
viorichnogo okhlazhdeniya nepreryvnogo slitka stali)

PERIODICAL: Stal', 1958, Nr 6, PP 509-511 (USSR)

ABSTRACT: The use of water sprayers for the secondary cooling of

continuously cast ingots on the "Krasnojye Sormovo" Works was

unsatisfactory as & decrease in the intensity of heat removal
was effected only slightly (due to a parrow range of the
possible control of the consumption of water and unsatisfactory
dispersion of water). In order to remove this deficiency, the
use of pre—formed,two—phase,water—air mixture was proposed.
description of the set-up for preliminary eXpe iments in which
cooling of a specimen heated to 1 000 - 1 050 C was investi-
gated zFigures 1, 2) is given. The experimental results
Indicated that the use of a water-air pixture will permit
decreasing the consumption of water from 104 to

36 mi/hr (a 65% decrease). A decrease in the intensity of

Cardi?%ling improved the quality of ingots (Figure 4) in particular

—————RERE
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An Experience in a Combination Secondary Coolin: o1 Continuously
Cast Steel Ingots

ously cast op the work

s.
There are 4 fi

gures and 3 Soviet references.
ASSOCIATION: Gop kovskiy politekhnicheskiy institut (Godikj
Polytechnical Institute) ang Zavod "Krasnoye Sormovo"
asnoye Sormovd Worls )
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AUTHORS: —Akimerko;~ADry-Candidate of Technical Sciences, 80?/122-58-12-.25/52-,
: Docent, Barykin, Vv.I, ent, & . A, o
Candidate (1)'.11_{ Tethnical E‘?ggencés ,%gggv’ A A
TITLE: The Economics of Using Electrical Heating in Forging
Shops (K voprosu ob ekonomicheskoy effektivnosti
primeneniya elektronagreva v kuznechno-pressovykh
tsekhakh)

PERIODICAL: Vestnik Mashinostroyeniya, 1958, Nr 12, pp 64-66 (USSR)
ABSTRACT: The authors take up an article in the January 1958 issue

electrical induction heating of parts for forging is
uneconomical, They point out that the relative cost of
oil or gas fired furnaces versus electrical heating wiil
vary widely in different regions, The cost of oil in
roubles per metric ton is given for five different regions
(Table lg. The cost of natural gas is quoted at 180
roubles per ton. The cost of electrical energy is given
in Table 2, Here, four different groups are quoted, and
the basic cost of electricity varies from ,005 todh
roubles per kwh. When installation costs and total
exXpenditure are taken into account the cost per kwh for
Card 1/3 4800 hour use at a use factor of 0.8 1s found to vary
from .06 to ,263 roubles according to group. The cost
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50V/122-58-12-25/32
The Economics of Using Electrical Heating in Forging Shops

of factory water, necessary for cooling induction heating
loops, is also taken into account. Again, there is
considerable difference between lants with their own
water supply (.053 roubles/metre3) and plants taking
'town' water (.46 roubles/metrel). The specific
consumption of electricity per ton of metal heated is
qQuoted between 500 kwh and gOO kwh by different
authorities. Remarks are mads about the basis for
assessing the real qQuantity of oil used per ton of metal
heated. In Table 4, costs per ton of material heated
are given for three different cases of heating by oil,
and the same cases for heating by induction methods, and
also the cost of heating by natural gasS. This comparison
Suggests that, at any rate in the.central part of the

Card 2/3
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S0V/122-58-12-25/32
The Economics of Using Electrical Heating in Forging Shops3

USSR where electricity is cheap, that induction heating
can be as cheap or cheaper than oil heating. The cost
per ton for heating by natural gas comes out at about
three-quarters of that for oil or for electrical
hegting.
~~ There are 4 tables and 7 references, all Soviet.
Card 3/3
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AKIMENO, ApD,, kand, tekhn, nauk; GHEKK, V.A., inzh,; EASHCHEYBVA, N,P.,

"insh. EUZBLBV, M.Ya,, inzh,; SKVORTSOV, A.A., kand, tekhn, nauk;
CHUMAGIN, V,S,, insh, :

Utilizing waste nitrogen from oxygen plants as a protective atmom-
phere for metal heat treatment in furnaces., Vest, mash, 38 no s
ho-liz &p 158, (MIBA 1123)
(Metals--Beat treatmeat) (Protective atmospheres) (Nitrogen)

APPROVED FOR RELEASE: 06/05/2000 CIA-RDP86-00513R000100620016-5"



"APPROVED FOR RELEASE: 06/05/2000 CIA-RDP86-00513R0001006209E6-5

18(3) .
AUTHORS s

TITLE:

PERIODICAL:

ABSTRACT:

Card 1/2

50Y/163-59-2-22/48
Akimenko, A. D., Skvortsov, A. A.

Investigation of the Process of Heat Emission in the Zone of
Secondary Cooling in the Plants for Continuous Steel Caating
(Issledovaniye protsessa teplootdachi v zone vtorichnogo okhlazh-
deniya ustanovok nepreryvnoy razlivki stali)

Nauchnyye doklady vysshey shkoly. Metallurgiya, 1959, Nr 2,
pp 123 - 130 (USSR)

In continuous steel casting, the ingot passes three zones of
cooling: 1) Cooling in = crystal agent circumcirculated by water,
2) zone of secondary cooling by spraying with water, 3) air cooling
by free convection. The present paper investigates the conditions
of the second zone which eliminates 50 - 605% of the total heat.
Figure 1 shows the temperature course in the ingot during this
treatment. The experiments were carried out on a test stand. Tadble
1 indicates the cooling methods applied (air, water or air-water
mixture). The temperature changes were recorded and the heat-
transfer coefficients were computed. Figure 2 shows the changes

of the heat-transfer coefficients during the observation time,
figure 3 indicates the dependence of the mean heat-transfer
coefficient on the specific water consumption. The experiments
with pure air cooling (Table 3) proved to be uneconomical due to
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Investigation of the Process of lleat Emission in the sov/163-59-2-22/48
Zoxte of Secondary Cooling in th:s Plants for Continuous Steel Casting

a, high current cousumption for the air supply. The engineers
“of the "Krasnoye Sormovo" Works suggested a cooling by a two-
phase water-air mixture produced in special mixers, which was
tested by the Institute mentioned under "Association", The following
"is aBcertained: 1) The method renders possible g continuous supply
of the mixture to the nozzles with no separation of phases in the
pipelines; 2) the consumption of compressed air is low; 3) the
vater consumption can be reduced by 354 at the same shape of
nozzles; 4) the values of the heat-transfer coefficients of this
procedure lie between the values for water cooling and the values
for air cooling (Fig 4). The experiments proved the practical
applicability of this procedure. There are 4 figures, 3 tables,
and 6 Soviet references.

ASSOCIATION: Gor'kovskiy politekhnicheskiy institut (Gor'kiy Polytechnic
Institute)

SUBMITTED: May 8, 1958

Card 2/2
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Water consumpti
11-13 8 1'1;1;’. on characteristics of atomisers. Vod, i 8an. tekh. no,11:

(Atomization) (MIRA 13:3)
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PHASE I BOOK EXPLOITATION  SOV/5383

Anatoliy Dmitriyevich Akimenko, Konstantin Petroviech Korotkov, Nikolay Pavlovich
Mayorov, Aleksey Anatol'yevich Skvortsov, and Lev Borisovich Shenderov

Osvoyeniye nepreryvnoy raz 1ivki stali (Mastering the Process of Continuous Steel
Casting) Leningrad, Suapromgiz, 1960. 225 p. 3,700 copies printed.

Scientific Ed.: G.V. Malakhovskiy; Ed.t M.A. Aptelman; Tech. Ed.t R.K. Tsal.

PURPOSE: This book is intended for designers end process engineers of continuous
steel-casting plants and for staff members of scientific research orgarizations
engaged in the investigation of the continuous casting process. It may also be
used by students specializing in this field of metalliurgye.

COVERACE: The authors discuss results of experience in setting up and putting into
operation the first jndustrial plant for continuous casting of steel at the
"Krasnoye Sormovo"Works. Attention is also given to an investigation of the con-
tinuous casting process and to the design of the second continuous steel-casting
plant which is now under construction at the same works. In 1958 a group of
staff members of the Novotul'skiy and Sormovc Werks, (G.V. Gurskly, M.D.

Gritsun, V.A. Kazanskiy, N.L. Komandin, K.P. Korotkov, N.P. Mayorov,

Card-Iys
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Mastering the Process of Continuous Steel Casting S0V/5383

N.N. Smel'yakov, and A.V. Khripkov), headed by Academician I.P., Baradin, were
avarded the title of Laureate of Lenin's Prize for their work in mastering the
continuous steel-casting process. Staff members of the TsNIIChM (Central Scien-
tific Research Institute of Ferrous Metallurgy), the Scientific Research In-
stitute of the former Ministry of the Shipbuilding Industry, the VNIllavtogen
(A11-Union Scientific Research Institute of the Autogenous Treatment of Metals),
and other organizations took an active part in the investigation of the con-
tinuous casting process. Feat emission and solidification processes were in-
vestigated by the Gor'kiy politekhnicheskly institut (Gor'kiy Polytechnic In-
stitutel There are 54 references: 52 Soviet, 1 English, and 1 German.

TABLE OF CONTENTS:

Foreword 3
Ch. I. Designs and Principle of the Operation of Continuous Steel-Casting
Plants
1. Development of the continwous steel-casting method
5. Continuous steel-casting plant operating at the "Krasnoye 5
c Sormovo" mill 10
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S/148,/60/000/007/020/023 /XX

A161/A033
AUTHORS: Akimenko, A. D., Skvortsov, A. A.
TITLE: Heat transfer in the secondary oocoling zone in continuous steel
oasting.

PERIODICAL: Izvestiya vysshikh uchebnykh zavedeniy. Chernaya metallurgiye,
no. 7: 1%01 54 - 59

TEXT: The Gor'kly Polyteohnic Institute had been commissioned by the
Tsentral 'nyy nauchno-issledovatel'skiy institut chernoy metallurgii (Central
Solentific Research Institute of Ferrous Metallurgy) in 1959 to carry out an
investigation of heat transfer in the continuous steel casting process. The
experiments had been desoribed by A. D. Akimenko and A. A. Skvortsov. (Ref. 1:
Nauchnyye doklady vysshey shkoly. Metallurgiya, 1959, No. 2); they consisted J/
in the jet cooling of the ingot specimen by water, compressed and fan air, and

an air-water mixture on a test stand without support rollers. The developed
method of determining the heat transfer factor was checked in a continuous

casting installation at the "Krasnoye Sormovo" plant. The heat transfer was

Card 159
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S/148/60/000/007/020,/023 /XX
Heat transfer in the secondary .... A161/A0323

measured in the secondary cooling zone, and the heat transfer drop through the
supporting rollers was taken into account by the factor

Qagtual

Kevap =

Aealoulated

The K, vap Was determined in the real working unit and in a stand fitted with
support rollers. The real heat transfer in the working unit was caloulated by
the heat volume removed by cooling water from the ingot:

a[(1 - x) + (¢, - t;) + x(640 - )]

a =
actual F(t -t.)
Surf 1

Keal/m® - h - °C, (1)

where G is water consumption measured by flow meter, kg/h; tp and t ~ the end
and the start water temperature,®C; F - cooled surface, mé tsurf - mean sur-
oc.
face temperature °C; X = -g ~ the relative water quantity turning intc steam
during the secondary cooling process (D -~ the absolute quantity of formed
, steam, kg/l:). The measursment results were (the mean of 11 tests): 1) Ingot

Card 2/9
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5/148/60/000,/007/020/023 /%X
Heat transfer in the sscondary ... A161/A032

stretehing speed ¢ = 0.7 m/min; 2) water temperature on the input t; = 25%;
3) water temperature difference at = t2 -ty = 259 4) specific water con-
sumption :

Q
—?;- = 22 m3/nPh;
5) mean temparature of cooled surface tsurf = 630°% 6) mean actual heat trans-

for factor A qna1 = 1500 Koal/m® - hOC;  7) evaporation fastor x = 2.8 4.
The evaporation factor 1ncreas§d~w1th a-reducing specific water consumption and
reached 12 & and higher at 5 m°/m°/h. The knowledge of the x faotor is of

practical interest for the designing of fan systems for continuous casting
units. Thus 1t is planned. to bulld a speclal inssatlation for the condenss- /
tion of steam at the new unit under construstion at the Stalinskiy metallur-
glcheskiy zavod (Stalino metallurgical plant). The X yen (Kevap) was also de-
termined in the labcratory, on-a stand imitating a real unif.  The dimension-
less center temperaturs and the Fourier oriterion were determined by a temper-
ature diagram, and the Bto (Russian transliteration) criterion by the known

. - Q

D. V. Budrin diagrams (Ref. 1). The dstermined Kavap = f(—E) iz shown in

F
Card 3/9
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8/148/60/000/0C7/020,/023 /%X
Heat transfer in the secondary .... A161/A033

Figure 1. The Novotul'skty metallurgicheskiy zavod (Novetula Metallurgical
Plant) uses the roller aooling methed without jet developed by TsNIIChM, con-
sisting in pouring watsr on ths supporting rollex»s from gpecial collectors
under slight pressure. This method was also studied on a laboratory stand.

The results are given (Figura 2).  The water consumption is lower with this
method, but the coolihg intenslty cannot be sufficlently controlled. The affact
of the spacing cf the support rollers was studied, and the Kp faoctor (aooled
surface utilizatign factor) was determined:

’ S = d 3
L : (3)
. 8 S
where S - roller piteh; d - diamete. of support rollers. The actual KF value
varies in the operating units and the new ones under construction:

Lo : ©od S . KF
at "Krasnoye Sormovo™ ..ei.iie.ieveeeneninonn.. s 110 120 0.153
at the Novotula Metallurgical Plant ............. 110 150 0.265
In units under construotion seetresienenenall. 110-130  140-210 0.215-0.238.

Card 4/ ¢
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' S/148/60,/000/007/020/023 /XX
Heat transfer in the sscondary .... A161/A033

The results of the stand tests are given (Figure 3). Ths formula used for the
recalculation of stand test results for the full-scale roller cooling unit is

S T £
@ al) 74—1— KpKevap ()

where Olp - the heat transfer factor in operating units, Kcal_/mzh °c; o, - the
heat transfer factor during ths cooling of test specimen, determined by Figure 2;

(%)2,(-})1 - the respective relation of velume to surface of the specimen and the

ingot; ‘L‘l, ‘1'2 - the cooling time of tha specimen and the ingot; 72, 71 - Bpe-~
clflc gravity of the spsocimen and the ingot; Aig,dil - heat content variation
in 1 kg metal in ths secondary cooling zone and on the stand (full data for cal-
culating the A1 value sre glven in Ref, 1). The correction factor for water
pressure before the Jets is salculated by. the emphirical formula
\ )0.25

e g

Card 5/9
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s/148/60/000/007/020/023 /XX
Heat transfer in the secondary .... A161/A03%
For cooling through rollers without nozzles, K, ¥ 1.0, and Ky, 1s found from

Figure 1 (K, 18 still to be determined with more acsuracy, it may be assumed to

be % 1.0 in first approximation). The methcd permits the determination of basic

data for the designing of new ocontinuous casting un +s. There are 3 figures and _
2 Soviet-blec raferences.

ASSOCIATION: Gor'kovekiy politekhnicheskiy institut (Gor'kiy Polvtechnical In-
shi +.11+,.:,)

SUBMITTED: June 15, 1959

card 6/9
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s/1az/6o/ooo/011/012/016
A161/4029 }

AUTHORS Aiicimehko',‘ AOD.., Kuzelaev, M.Ya,, Skvortsov, 4.4,

.

TITLE« E&perimentalrInvestigation Into Heating of Steel Blanks for
Forging and Stamping in Molten Saltg i :

PERIODICAL: Kuznechno-shtampovochnoye proizvodstvo, 19604 No.11, PP.40-42

heated to 1,200-1,2500¢, The results confirmed the data obtained by LPI
and NZL (Ref. 1). The heating time is 2-3 times shorter than in a4 chambar
furnace; heat losses frop the bath surface can be reduced to minimum by
using bath covers and covering the bath surface with a layer of graphite
powder, The heating costs are approximately the same as in furnaces but the
salt bath has technological advantages. The power characterigtic of the
-2 (sp~2) eleotrode bath ig given (Fig, 1)1 its efficiency at the rated
work capacity of 30 kg/hour is only 20-25% and decreases abruptly with

- 100620016-5"
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5/182/60/000/011/012/016
A161/A029

Experimental Investigation Into Heating of Steel Blanks for Forging and
Stamping in Molten Salt :

reduced load. Special baths with higher effioienoy (35-40%) are possible
in principle. The heat release coefficient from the liquid salt to the
metal was determined in the following manner. Using the temperature
diagram (Fig. 2) in the specimen center,

6 - (tmed tcent)l (1)
(tmed - tcen? )init : :
where (tmed - tcent)l is the real (varying) difference of the medium

and the speoitflen center temperature, and (tmed 'tcent)init the initial
difference. [Abstractor's note: subscripts . (medium), cent (center),
nit (initial) are translations from the Russian cp (ereda), y (tsentr),

way (nachal'nyy)]. Knowing the 6 values and the Fourier oriterion (Fo),
the known D.V. Buarin diagrams may be usad for finding the Bio (bi)

Card 2/5' criteria, but in view of low Bi
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S/182/60/000/011/012/016
A161/4029 :

Experiméntal Investigation Into Heating of Steel Blanks for Forging and
Stamping in Molten Salt '

values in the experiments (10 and 20 mm blank diameter), a formula from
Ref. 2 was used for the calculations

. (‘e = }e»-2FOBi (2)
Using the obtained Bi value, the mean heat release coefficiento,, is found
in the interval from the initial to the final temperature of the center
(or the surface)s

Yein

A = 1
YT - 5 Firued? (3)
N

init
where (’(.'2 = T1) is the heating efficr;ien;,v° [Abstractor's noter Subscripts
fin (final) and true (true) are translations from the Russian xox(konechnyy )
and , = (istinnyyfj., The mean values of the physical material constants
in the given temperature interval must be substituted for calculation of

Card 3/%"
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S/182/60/000/011/012/016
A161/4029

Experimental Investigation Into Heating of Steel Blanks for Forging and
Stamping in Molten Salt ‘

the Bi and Fo criteria. The determined mean heat release coefficient
' values are shown (Fig. 3) in the form of the relation £ = f(tmean)'

[Abstractor‘s notes Subscript nean is a translation from the Russian cp

(sredniy)] . (The diagram includes data obtained by V.F. Kopytov (Ref. 3)
and D.V, Vishnyakov (Ref. 4)» Vishnyakov obtained a higher heat release
coefficient using pure BaCl,.) The heating time for blanks can be calcu-
lated knowing the heat release coefficient. The calculate% time (T) for
cylindrical blanks from 40X (40Kh) steel at ot =500 kcal/m“shredegree is
given (Table 2): .

Heating Time in seconds for blanks diameters
temperature 30 mm 20 mm 10 mm
90
1,200 160 110 56
1,100 90 60 30
1,000 70 47 23

Card 4/¢
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5/182/60/000/011/012/016
A161/4029 S
?ff fxéprimgﬁﬁdiiiﬁveatiéuﬁ;o-
e Stam’ginsfi»_in-‘Moly;gfx Salti

iﬁ{qﬁéét‘;ing of Steel Bl“nksvarrFotgins'dnd
REESNrE ) ) \ . _. ) A - ".—‘

The theoretical caloulation with convective heat exchange formulae in = .
7 liqﬁi¢4media\giVeq“éxaggeratedffigures,‘which can be explained by the =~
. thermal ,resistance;'.of_f'tlgle;—,s'oyl"idifvied salt layer. The following corclu=r - -
° - gions are drawn: 1) ‘the method is applicable %o practice and has techno- . -
“logicid advantagee';t42)ﬂ~‘»tzh':e‘f,me,an'vhea‘c'releas’e coefficient fromothe' bath to .
- the metul in NaCl+BaClp at’a bath temperature of 1,200-1,350°C dsc =

= 500 kcal/ma"- hour * degree; 3) the obtained data make possible the cal-
culution of heating process variables. Engineers N.P. Kashcheyeva, V.i.
Kop'yev and G.N. Khoperskaya took part in the experiments. There are 4
figures and 5 Soviet references.

Card 5/% ) ‘ . . “
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S/148/61/000/010/001/003

E111/E435
AUTHORS : Akimenko, A.D., Skvortsov, A.A.
TITLE: Heat transfer in moulds for continuous casting of

steel

PERIODICAL: Izvestiya vysshikh uchebnykh zavedeniy. Chernaya
metallurgiya? no.10, 1961, 29-36

TEXT: The authors give results of their further investigations on
heat transfer in continuous-casting moulds for steel,

Simultaneous solution of equations for the heat flux from the wall

to the cooling water and in the copper wall, combined with the

equation for heat flux from the liquid metal to the wall, gives a

system independent of the outer temperature of the wa%l. Fig.l

shows the overall heat transfer coefficient in kcal/m* hour deg
(allowing for the extent to which the lubricant burns away on the V//
walls) as functions of the water flow rate at the wall (m/sec);

curve 1 relates to a turbulent, curve 2 to a laminar boundary
layer. These results, those obtained on a hydraulic model

{(Ref.3: A.A.Skvortsov, A.D,Akimenko,.Izv VUZ Chernaya metallurgiya,
no.3, 1958) and others indicate that for the direct-contact zone
the overall heat transfer coefficient is 1600 to 2000 kcal/m2 hr °C.
Card 1/

—

APPROVED FOR RELEASE: 06/05/2000 CIA-RDP86-00513R000100620016-5"



"APPROVED FOR RELEASE: 06/05/2000 CIA-RDP86-00513R000100620016-5

$/148/61/000/010/001/003
Heat transfer in moulds ... E111/E435

The main heat removal occurs in the second zone, through the gap
between the skin and the mould wall. The gap width &' is
found from the equation V/

where Kkjin 4is the coefficient of linear expansion of the steel;
tlig its crystallization temperature, °C; tguprf the crust
surface temperature; Lo the initial length of the side
perpendicular to the gap walls, mj; ¢ a coefficient allowing for
other factors. The equation also enables the limiting taper of
the mould to be calculated: this is shown in Fig.3 as a function
of the billet surface temperature as it leaves the mould. The
authors used a hydraulic integrator to find the billet surface
temperature along the mould for mould length of 1000, 1250 and
1500 mm and withdrawal rates of 0,6, 0.7 and 0.8 m/min. At the
same time, heat balances for forty heats on 420 x 175 mm slab
moulds at the "Krasnoye Sormovo" works were compiled. Mould
lengths were 1250 (shortened) and 1500 mm {standard) with mould
water flows of 118000 and 121000 kg/hour. The average valuesofl
Card 2/8Y
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5/148/61/000/010/001/003
Heat transfer in moulds ... E111/E435

the heat flux and heat transfer coefficient in the mould were
calculated, A more refined method than used previously was
employed for the calculation of the heat transfer coefficient
between the mould wall and cooling water. This was done because
of discrepancies between calculated and observed values of the
overall heat transfer coefficient. Examination of results
obtained by the authors by this method in 1958-1959 leads them to
the following conclusions: 1) a reduction in mould length to
1250 mm brings about an increase in the heat transfer

coefficient of approximately 11%; 2) when automatic

lubrication is adopted the value of the coefficient falls somewhat
because the hydrogen content in the gases in the gap decreases
(due to lower paraffin consumption and a higher degrese of
combustion); 3) the use of oval and convex shapes also leads to

consequently a bigger average gapj 4) the controlling factors
for heat transfer in the mould are mould length and billet
withdrawal speed; when these are constant other factors cause a
change in the coefficient by not more than 10%.

The authors give a nomogram for approximate calculation of the
Card 3/ 9 U

some reduction, due evidently to a more rigid skin and —
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s/148/61/000/010/001/003

Heat transfer in moulds ... E111/E4735
heat transfer in the mould. A.I.Veynik is mentioned in
connection with his work on heat transfer coefficients. V/

There are 8 figures and 9 Soviet-bloc references.

ASSOCIATION: Gor'kovskiy politekhnicheskiy institut
(Gor'kiy Polytechnical Institute)

SUBMITTED: November 25, 1960
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Congideration of the efficiency of piston air compressors.
Prom. energ. 16 no,2:23-25 F 161, (MIRA 14:3)

(Air. compressors)
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€apacity of water sprayer hézzvles for continuous steel casting
equipment, Stal' 21 no,2:124 F '61, (MIRA 14:3)
(Oontinuous eagting) (Metallurgical furnace—Cooling) '

R, CVE
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Use of atomized fuel oil in metallurgical furnaces. Stal! 21 no,2: 185-188
¥ 161 (MIRA 14:3)

1. Kulebakakiy metallurgicheskiy r.avod b Gor'kovsld.y politekhnicheskiy
institut.
(Heta]lurgical rumacea) (011 burners)
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Heauting blanks for Zforging and die stamping in a nonoxidizing
heating compartment furnace. KXuz,-shtam. proizv 4 no,6:40-4? Je
162, (MIRA 15:6)

(Furnaces, Heating)
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_AKIMENKO, A,D, , kand,tekhn.nauk, dotsent
Performance of a pneumatic deviee with heating of the air in the

compressor. Izv. vys. ucheb. zav.; energ. 5 no.1:105-
110 Ja 162, (MIRA 15:2)

1., Gor'kovskiy politekhnicheskiy institut, Predstavlena

kafedroy metallurgicheskikh i nagrevatel'nykh pechey.
(Pneumatic tools) ‘
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AKTMENKO,, A.D. ;. RUKAVISHNIKOV, L.G.; SKVORTSOV, A.A., doktor tekhn,

nauk, otv. red.;

[Temperature measurements; la
"Control and automation of technological proceaaes"]
laboratornyi praktikum po kursu

merenie temperatur;

KOZYULINA, R.M., red.

boratory work on the course

Iz-

"Kontrol! i avtomatizatsiia tekhnologicheskikh protsessov."”

Gor'kii, Gor'kovskii polite
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AKIMENKO, A.D.

Measuring the rate of convective flow of liquid metal by means
of hydraulic models, Jzv, vys. ucheb, zav.; chern. met, 6

h0.6:179-183 '63, - (MIRA 16:8)

1, Gor'kovskiy politekhnicheskiy institut.
(Liquid metals—Hydrodynamic properties) (Hydraulic metals)
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AKIMRIKO, A.D., kend, tekhn, nauk

- Characteristics of atomizers in their operation on a waﬁer—air
mixture. Vod. i san, tekh. no.424-6 Ap 164 (MIRX 18:1)
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TITIE: Imestigat:i.on of heating steel objects in molten glass

' ' SOURCE: Kuzneclmo-shtampovochnoye proizvedstvo, no. L, 196k, 37-38

\ 'TOPIC TAGS: steel, steel heating, molten glass, ghermocouple PP, potenﬁiometer EPP

i. i 109 M, heat convection, steel U8, steel 35, Fourier eritorion

. ABSTRACT: Results obbained in experimental heating of

i glass prior to forging and stamping are discussed. Sampl
ti crucibles and were heated ab 1150-1250C in

thature at the center of a sample was measured with a thermocouple PP connected to

stoel objects in molten
es were held in chamotte
a silicon carbide furnace. The temper=

‘an clectronic potentiometer EPP-09-}. ~Samples were made of stesl 35 and steal UB
i; and wers either 12 or 25 mm in diameters. The glass consisted of 724 Si0p, 1l

i Nay0, 1% Ca0, l¢ Mg0, 2.8 K1503. Dimensionless center temperature and Fourier

| number were determined from the emperature diagrams, while D V. Budr

} in's charts
| or the formilas for thin plates (at a low B

] 3 concentration) provided the _coefficient -
of heat exchange. This coefficient proved similar to thab obtained in air at 1180C.
i 74 dropped at the beginning of heating due %0 the £ ;

ormation of a viscous glass layer,
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AXKIMENKO, A.D.

s T

im boiling in water surface cooling, Inzh.

Charsateristics of 2 oLl g A 17m12)

£iz, znur. 7 no.6s32-34
1, Politekhnicheskiy institut imeni A.A. Zhdanova, g. Gor'kiy.
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ACCESSION NRi AP4049120 $/0182/64/000/011/0037/0039

AUTHOR: Akimenko, A. D.3 Kozlov, A. I.; Skyvortsoyv, As A.

P 2 ("

TITLE: Certaln problems in using molten glass for the oxidation-fres
‘heating of steel billets by 3

SOURCE: Kuznechno-shtampovcchnoye proizvodstvo, BO. 11, 1964, 37-39

TOPIC TAGS: steel, heating, polten glass, oxidation free heatiang,
lubricant, forging dis, die
3 ¢

ABSTRACT:‘) Expe'(:lmthants in the use of molten window glass as the
heating medium and lubricant in steel forging have shown that in the
process of heating the steel, the molten glass dissolves the iron
oxide., The iron oxide stimulates crystallizatien in the glass and
narrows the temperature ramnge in which it retains its optimal viscos-
it (140—260 poise), When the iron content of the glass bath exceeds
12=—14%, the glass layer on the billet will crystallize at temper-—
atures as high as those of the forging range, causing intensive wear
of the forging dies. Under certain conditions the iron content can

Cord  1/2
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ject. Orig. art. has: 5 figures.
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1, Gor'kovskly politekhnicheskiy inatitut.
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{ heat transfer sssocisted with free convection in moltan media. Orig. art, has: b figures
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and 2 formulas.
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doktor tekmn, naukj

SKVORTSOV, Aleksey Anatol'yevich, profe, kapd. tekhn. nauk;
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h, dots.,
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KUZRLOV, Mikhail YakovIsvich, dots.

tva, Moskva, Vysshaia
(MIRA 18:12)

[Heating units] Nagrevatel'nye usirois
hkOla, 19650 161&3 Pe
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- TITLE: Features of the héating;bf steel blanks in molten glass
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SOURCE: Kuznechno-shtampovochnoye proizvodstvo, no. 9, 1965, 37-38

TOPIC TAGS: molten glaaa, glash, metal heat treatment, carburization

ABSTRACT. The article is a rebuttal of the critique offered by Ye. G. Shadek in
the same issue of annechno-shtampqvoye_proizvodstvggop 36, It is admitted that
Shadek is.right in pointing to the considerablelBarburization occurring.during :
the initial experiments of the ‘authors, but such carburization was of a 1 €al rather
than integral character, Further, owing to the inhomogeneity of the metafg a large
number of complex multi-electron elements forms at the surface. Fracture! occurs : .

.chiefly along grain boundaries, with transition of the anode Fe to the melt, follow~ . |-
ing the reaction Fe—2e = Fe +2 and release of gaseous constituents at the cathode. "
Hence, there is reason to believe that, contrary to Shadek's assertion, the elec- -
trochemical interaction between the glass welt and metal occurs in any case and not -

.| solely when the Na,0 content of glass is less than 25%. It is shown that veight: loas' A5

.
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